
5,700 rpm
Max. Speed

5,010
Max. R. C. F.

Summary of Adaptors, Caps, Tubes, Bottles

2 48S
Adaptor
S408787A

0.2 96MP
MP Adaptor
S408786A

Swing Rotor R6S

45

Adaptors Caps Tube Bottle Tube size Specified sample capacity
Max. R.C.FMax. Speed

rpm

96
Micro plate

Marketed 8.6 12.8 1.0 5.5

PCR 96 V
Micro plate

Marketed

0.2mlPCR 0.6 2.4
,8 ,12

PCR Tube
Marketed 0.2ml

2.0ml 1.1 4.2
Micro Tube

Marketed 2.0ml

1.5ml 1.1 3.9
Micro Tube

Marketed 1.5ml

0.5ml 0.8 3.3
Micro Tube

Marketed 0.5ml

5,700 5,010

5,700 5,010

5,700 5,010

5,700 5,010

5,700 5,010

5,700 5,010

Rmin   12.7cm

Rmax 13.8cm

Adaptor

1. 400g
Note 1. In case the weight of contents in the bucket exceeds 400g, decelerate the speed according to the instruction manual. 

2.

2. Some tubes on the market cannot bear the operation at the maximum speed of the rotor.  Testing is recommended before
actual use of them (test the tubes filled with water by running at the specified speed and check that there is no abnormali-
ty).
Contact Hitachi Koki authorized sales/service representative for detailed information.
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